
Technical data

Article 177.401; 177.402; 179.074; 179.075; 179.080; 179.081; 179.082; 179.083; 179.084; 
179.085; 179.089

Voltage 120 V; 230 V

Frequency 50/60 Hz

Power 1800–3450 W

Speed 1–16 m/min 3.28–52.49 ft/min

Temperature 100–620 °C 212–1148 °F

Air volume adjustable Yes

Welding nozzle / seam width 40 mm 1.57 in

LQS No

Brushless blower motor No

Length 500 mm 19.68 in

Width 310 mm 12.2 in

Height 300 mm 11.81 in

Weight 15 kg 33.06 lb

Plug CEE blue, 3 poles, 16A; CN, 3 poles, 16A; EU, 3 poles, 16A; US, 3 poles, 15A; without 
plug

Power cable length 3 m 9.84 ft

Approvals CB Certification; CE

Protection class I

Country of origin Switzerland
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Scope of delivery

Tool case

Product items

177.401	 UNIPLAN 310, 230V/3450W, 40mm, CN 16(2P+PE)
177.402	 UNIPLAN 310, 230V/3450W, 30mm, CN 16(2P+PE)
179.074	 UNIPLAN 310, 120V/1800W, 30mm, US plug
179.075	 UNIPLAN 310, 120V/1800W, 40mm, US plug
179.080	 UNIPLAN 310, 230V/3450W, 20mm, CEE 3/16
179.081	 UNIPLAN 310, 230V/3450W, 30mm, CEE 3/16
179.082	 UNIPLAN 310, 230V/3450W, 40mm, CEE 3/16
179.083	 UNIPLAN 310, 230V/3450W, 40mm, EU plug
179.084	 UNIPLAN 310, 230V/3450W, 30mm, EU plug
179.085	 UNIPLAN 310, 230V/3450W, 20mm, EU plug
179.089	 UNIPLAN 310, 230V/3450W, 40mm, w/o plug
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