
GHIBLI AW

Safe storage of the GHIBLI AW Easy cleaning and maintenanceDigitally controlled

Robust and ergonomic heat gun
The robust and ergonomically formed GHIBLI AW heat gun is designed for shrinking cables, 
heating and forming plastic parts in the auto industry and for overlap welding truck tarpaulins.
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GHIBLI AW
	� Ergonomic heat gun
	� e-Drive for temperature setting
	� Five-step, air volume control
	� Includes stand and transport case

Configure  
GHIBLI AW

Technical data

Voltage 100 V; 120 V; 220 V; 230 V
Frequency 50/60 Hz
Power 1500–2300 W
Temperature 65–620 °C 149.0–1148.0 °F
Temperature setting stepless Yes
Airflow (20°C) 140–250 l/min 4.94–8.82 cfm
Stepless air volume adjustment No
Static pressure 3200 Pa 0.46 psi
Eco-Mode No
Display Yes
e-Drive Yes
Outdoor use Yes
Nozzle connection ø 36.5 mm / 1.45 in
Length 280.0 mm 11.02 in
Device diameter 90 mm 3.54 in
Handle diameter 45 mm 1.77 in
Weight 1.18 kg 2.6 lb
Power cable length 3.0 m 9.84 ft
Noise emission level 67 dB (A)
Approvals CE
Protection class II
Country of origin CH

Product items

GHIBLI AW, 230V/2300W, EU plug� 148.061
GHIBLI AW, 120V/1800W, US plug� 148.078
GHIBLI AW, 100V/1500W, JP plug� 148.079
GHIBLI AW, 230V/2300W, UK plug� 150.168
GHIBLI AW, 230V/2300W, CH plug� 150.169
GHIBLI AW, 120V/1800W, CEE 3/16� 150.170

https://www.leister.com/p/14227/pdw
https://www.leister.com/

