E(@

VARIMAT 510

Technické udaje

Clanok 179.783; 179.784; 179.785

Napatie 200-400V

Napatie 230V; 400V

Frekvencia 50/60 Hz

Napajanie 3680-5700 W

Rychlost 1-12 m/min 3.28-39.37 ft/min
Teplota 100-620 °C 212-1148 °F
Nastavitelny objem vzduchu Ano

Zvéracia dyza / $irka $vu 40 mm 1.57 inch
Dizka 605 mm 23.81inch
Sirka 335mm 13.18 inch
Vyska 373 mm 14.68 inch
Hmotnost 37.5kg 82.67 Ib
Zastrcka CEE cervend, 5 pdlov, 16A; bez zastrcky

Dlzka napajacieho kabla 5m 16.4 ft
Schvélenia CE; Certifikacia CB

Trieda ochrany [

Krajina pévodu Svajciarsko
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VARIMAT 510

Rozsah dodavky

Zvéracia doska; Drotena kefa, nerezova ocel; Sabléna nastavenia trysky VARIMAT 700/500/300; Skrutkovaé, Torx T20; Imbusovy kl¢
4 mm; Prepravny kufor na kolieskach VARIMAT 700/500/300

Clanky

179.783  VARIMAT 510, 230V/3680W, 40mm, bez kébla
179.784  VARIMAT 510, 400V/5700W, 40mm, CEE 5/16
179.785  VARIMAT 510, 230V/3680W, 40mm, °F, bez zastrcky
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